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Centrifugal Pump Startup Report
	Technician’s Name:      
	Date:       

	Pump Tag Number:       
	Pump Model #:      

	Pump Application:       
	     

	Design Flow:      
	Motor Voltage:      

	Design Head Foot:      
	Rated Amperage:      

	Design Head PSI:      
	Impeller Trim Size:      


	This checklist is not a substitute for reading and implementing the safety measures and precautions as set forth in the Bell & Gossett I, O & M manuals.  Regardless of manufacturer, the instruction manual should be read and thoroughly understood before starting any pump.


	Coupling Alignment:

	Couplings aligned to the following manufacturer’s allowable tolerances

	-
	Parallel:
	     

	-
	Angular:
	     


	Electrical Voltage & Amperage Checks Performed at Dawson Company Supplied Equipment: 

	System Voltage:

	At Starter or Variable Speed Drive:
	L-1:      
	L-2:      
	L-3:      


	Amperage:

	At Motor or Variable Speed Drive:
	L-1:      
	L-2:      
	L-3:      


	Operation:  Gauge Readings

	
	Suction:
	     

	
	Discharge:
	     

	
	Differential PSI:
	     

	
	Differential TDH’:
	     

	
	Operating Flow:
	     

	NOTE: Use impeller trim size from curves to determine operating pump flow.


	Mounting Bolt Torques:
	@ Volute:       

	
	@ Motor:        

	
	@ Saddle:      


	Notes:      
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